WARNING!  Check building and Organ grounding before connecting an MS-1771

    Legacy Organs:  A100, B3, C3, and similar models with AO-28 pre amplifiers.
    Legacy Organs BV/CV will not work without an external B+ supply.

•
The MS-1771 requires a properly grounded outlet with 110-120 volts AC for safe, reliable operation. 
Many old buildings have wiring problems and even reversed polarity AC outlets. You must assure
 that there is less than 10 millivolts of difference between the Organ's chassis and MS-1771's ground
point  before you connect the 11 pin cable!  Improper grounds and polarity can be lethal and will damage the
Organ and MS-1771. Motion Sound is not responsible for damage do to improper installation.
 

•
Legacy Organs can have direct shorts and/or high leakage of AC to the ungrounded chassis used
 in these old designs. You must assure that there is less than 10 milliamps of current  between the chassis of the
 Organ and a good ground before proceeding with connection to an MS-1771.
 

•
After all grounding issues are OK, check the Organ's output level. Connect a good AC voltmeter between
the two "G" terminals on the pre amplifier. Pull the lower 4 drawbars out, push the volume pedal full on.
Play middle "C", the "E", and "G" above it. Adjust the Organs volume control for a reading of about 6 volts.
 

•
 These companys make/sell adapter kits for adding 11 pin connectors to legacy organs. They also have
  repair parts, adapters, and upgrades for most Organs.

•
 www.trekii.com    www.bborgan.com   www.goffprof.com 
 


•
Wiring diagram for connection to legacy tonewheel Organs

•
Additional Organ pre amp connection info provided by TREK

